S Holz Schlangenbohrer Typ LEWIS
Auger Drill Bit LEWIS Type

19500
Ll

uPM Material CV-Stahl
Selbsteinziehende Gewindespitze ermdglicht punktgenaues
Bohren
2500 Genaue und splitterfreie Bohrung durch Vorschneider
Form LEWIS-Wendel fiir schnellste Spanabfuhr
2000 Hohe Standzeiten durch gehértete Kopf- und Hauptschneiden
Zylinderschaft mit Spannflidche
Fiir alle Holzarten, Hart- und Weichholz, Balken

3000

1500
Optimaler Drehzahlbereich
Optimal speed.

Material CV Steel
1000 With threaded tip for accurate drilling
For accurate shatterproof bore holes because of taper tap
500 Specific LEWIS flute for rapid chip removal
Long tool life because of hardened drill bit head and cutting lip
Straight shank with clamping surface
0 5 10 15 20 25 30 35 40 g mm Designed to drill: Soft, Hard Wood and Beam

Einzeln in SB Verpackungen
Single Packaging in DIY

Einzeln-SB/Single Packaging DIY Einzeln-SB/Single Packaging DIY Einzeln-SB/Single Packaging DIY
omm L 12 G Moo Omm L L2 Gl At Bmm L2 G At o,
6 230 155 5,0 19 506 200 16 230 155 11 19 516 200 28 230 155 11 19 528 200
6 320 245 50 19 506 320 16 320 245 11 19 516 320 28 320 245 11 19 528 320
6 460 385 5,0 19 506 450 16 460 385 11 19 516 450 28 460 385 11 19 528 450
16 600 530 11 19 516 600 28 600 530 11 19 528 600
7 230 155 5,7 19 507 200
7 460 385 5,7 19 507 450 18 230 155 11 19 518 200 30 230 155 11 19 530 200
18 320 245 11 19 518 320 30 320 245 11 19 530 320
8 230 155 6,5 19 508 200 18 460 385 11 19 518 450 30 460 385 11 19 530 450
8 320 245 6,5 19 508 320 18 600 530 11 19 518 600 30 600 530 11 19 530 600
8 460 385 6,5 19 508 450
8 600 530 6,5 19 508 600 20 230 155 11 19 520 200 32 230 155 11 19 532 200
20 320 245 11 19 520 320 32 320 245 11 19 532 320
9 230 155 75 19 509 200 20 460 385 11 19 520 450 32 460 385 11 19 532 450
9 460 385 75 19 509 450 20 600 530 11 19 520 600 32 600 530 11 19 532 600
10 230 155 8,5 19 510 200 22 230 155 11 19 522 200 34 230 155 11 19 534 200
10 320 245 85 19 510 320 22 320 245 11 19 522 320
10 460 385 8,5 19 510 450 22 460 385 11 19 522 450 36 230 155 11 19 536 200
10 600 530 8,5 19 510 600 22 600 530 11 19 522 600
12 230 155 10 19 512 200 24 230 155 11 19 524 200
12 320 245 10 19 512 320 24 320 245 11 19 524 320
12 460 385 10 19 512 450 24 460 385 11 19 524 450
12 600 530 10 19 512 600 24 600 530 11 19 524 600
14 230 155 11 19 514 200 26 230 155 11 19 526 200

14 320 245 11 19 514 320 26 320 245 11 19 526 320
14 460 385 11 19 514 450 26 460 385 11 19 526 450 >
14 600 530 11 19 514 600 26 600 530 11 19 526 600 = ab Seite P 259 / from page 259

P178




