DRILLING: MASONRY AND CONCRETE
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RESOLVES PROBLEMS

Drilling into reinforced concrete is no longer a hit and miss application,
For SDS Plus reinforcing bar being no obstacle for the Nemesis drill. Also perfect for
use in the hardest of natural stone.

DRILLS MORE PRECISELY
Its unique symmetrical head geometry ensures precision drill holes.
Pertect for critical ancher fixings and where spot drilling is required.

Drilling

71 LASTS LONGER
:g The Nemesis will drill up to 50% more holes than normal rotary
hammer drill bits.
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B-11623 5 1

B-11639 5 160 100 1 B-16346 110

B-43016 5 210 150 1 B-16352 5 160 100 10

B-27252 5 260 200 1 B-16368 56 110 50 10

B-11645 56 110 50 1 B-16374 56 160 100 10 g

B-11651 56 160 100 1 B-16380 6 110 50 10 g

B-11667 6 110 50 1 B-16396 6 160 100 10 §

B-11673 6 160 100 1 B-16405 6 210 150 10 o

B-11689 6 210 150 1 B-16411 6 260 200 10 ‘g

B-11695 6 260 200 1 B-16427 6 310 250 10 3}

B-11704 6 310 250 1 B-16433 6.5 160 100 10 =

B-11710 6.5 160 100 1 B-16449 6.5 210 150 10

B-11726 6.5 210 150 1 B-16455 6.5 260 200 10 5

B-11732 6.5 260 200 1 B-16461 6.5 310 250 10 °

B-11748 6.5 310 250 1 B-16477 7 110 50 10 =

B-11754 7 110 50 1 B-16483 7 160 100 10 §

B-11760 7 160 100 1 B-16499 8 110 50 10

B-11776 8 110 50 1 B-16508 8 160 100 10

B-11782 8 160 100 1 B-16514 8 210 150 10

B-11798 8 210 150 1 B-16520 8 260 200 10 >

B-11807 8 260 200 1 B-16536 10 110 50 10 s

B-13328 8 310 250 1 B-16542 10 160 100 10 €

B-11813 10 110 50 1 B-16558 10 210 150 10 g

B-11829 10 160 100 1 B-16564 10 260 200 10

B-11835 10 210 150 1 B-16570 10 310 250 10

B-11841 10 260 200 1 B-16586 12 160 100 10 @

B-11857 10 310 250 1 B-16592 12 210 150 10 =

B-11863 10 450 400 1 B-16601 12 260 200 10 g

B-14174 10 600 550 1 B-16617 12 310 250 10 <

B-13334 10 1000 950 1 B-16623 14 160 100 10 ®

B-20345 11 160 100 1 B-16639 14 210 150 10 2

B-20351 11 210 150 1 B-16645 14 260 200 10 ]

B-20367 11 260 200 1 B-16651 14 310 250 10

B-20373 11 310 250 1 @

B-11879 12 160 100 1 B-12304 56 110 50 7 3

B-11885 12 210 150 1 55 160 100 a

B-11891 12 260 200 1 6 110 50 &

B-11900 12 310 250 1 6.5 160 100 o

B-11916 12 450 400 1 7 160 100

B-14180 12 600 550 1 8 160 100 ©

B-13340 12 1000 950 1 10 160 100 <

B-11922 14 160 100 1 B-16938 55 110 50 5 =

B-11938 14 210 150 1 6 160 50 5

B-12429 14 260 200 1 7 110 100 5

B-11944 14 310 250 1 7 160 100 &

B-11950 14 450 400 1 8 160 100 3

B-14196 14 600 550 1

B-13356 14 1000 950 1

B-14205 15 150 100 1

B-14211 15 210 150 1 Scan the QR code to watch

B-14227 15 260 200 1 the Nemesis video online.

B-14233 15 450 250 1

B-13362 16 160 100 1

B-13378 16 210 150 1

B-13384 16 260 200 1 s

B-13390 16 310 250 1 =

B+<13409 16 450 400 1 8

B-14249 16 600 550 1 &

B-18415 16 1000 950 1 @

B-12055 18 250 200 1 a

B-12061 18 450 400 1

B-12077 20 250 200 1

B-12083 20 450 400 1 g

B-12186 22 250 200 1 ]

B-12099 22 450 400 1 Lateral support and the maximum Centring tip facilitates spot driling 2

B-12108 24 250 200 1 possible area of the interface between  with pinpoint accuracy. One piece [

E} g};g gg ggg ‘2188 } the carbide and steel body provide the  solid carbide head for optimum =

B:1 5136 o5 450 400 1 mosft secure bond to compensate for drilling performance. 3

B-12142 28 250 200 1 torsional forces. &

B-12158 28 450 400 1 All 16mm bits and above are a £

B-12164 30 250 200 1 The high-velume flute geometry 3 piece carbide cutting tip. Z

E} 3172 gg 228 288 } ensures the optimum removal of E
Sl drilling dust. g
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