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Saw blades for building contractors

Rip saw blades industrial line

APPLICATION: for rip and crosscuts especially designed for building contractors.

MACHINES: table saws and portable machines.
MATERIAL: soft and hardwood and panels with nails, metal clips and pieces of concrete.

286

285-290-293

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

 250*  30 COMBI3 24 2,8 1,8 20° 10° ATB 290.250.24M
 270* 30 2/7/42 28 2,8 1,8 20° 10° ATB 290.270.28M
 300  30 COMBI3 24 3,2 2,2 20° 10° ATB 293.024.12M
 300  35  24 3,2 2,2 20° 10° ATB 293.024.12R
 305 30 2/10/60 28 2,8 1,8 20° 10° ATB 293.028.22M
 315* 30 COMBI3 28 3,2 2,2 20° 10° ATB 293.028.12M
 315* 30 2/10/60 + 2/7/42 36 3,2 1,8 15° 5° ATB 285.036.13M
 350 30 COMBI3 28 3,5 2,5 20° 10° ATB 293.028.14M
 350 35  28 3,5 2,5 20° 10° ATB 293.028.14R
 400 30 COMBI3 36 3,5 2,5 20° 10° ATB 285.036.16M
 450 30 2/10/60 36 3,8 2,8 20° 10° ATB 285.036.18M
 500 30 COMBI3 44 4,0 2,8 20° 10° ATB 285.044.20M
*Non-low noise

K

P

α

β

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

K

P

α

β

 250 30 COMBI3 16 2,8 1,8 15° 5° ATB 286.016.10M
 300 30 COMBI3 20 2,8 1,8 15° 5° ATB 286.020.12M
 315 30 COMBI3 24 3,2 2,2 15° 5° ATB 286.024.13M
 350 30 COMBI3 24 3,2 2,2 15° 5° ATB 286.024.14M
 400 30 COMBI3 28 3,2 2,2 15° 5° ATB 286.028.16M
 450 30 2/10/60  32 3,8 2,8 15° 5° ATB 286.032.18M
 500 30 2/10/60 36 3,8 2,8 15° 5° ATB 286.036.20M
 550 30 2/10/60 40 4,2 3,2 15° 5° ATB 286.040.22M
 600 30 2/10/60 40 4,2 3,2 15° 5° ATB 286.040.24M
 700 30 2/10/60 46 4,4 3,2 15° 5° ATB 286.046.28M

Shop tips:   Use our reduction ring from 30 to 25mm order n. 299.225.00 (for rip saw blades Ø250-300-315)
 Use our reduction ring from 30 to 25mm order n. 299.228.00 (for rip saw blades Ø350 and larger)

APPLICATION: for rip and glue line rip cuts.
MACHINES: table and special saws, portable 
 and ripping machines for 
 automatic or manual feeding.
MATERIAL: soft and hardwood.

EX
CE

LL
EN

T Soft wood with nails,
screw, concrete, etc.

EX
CE

LL
EN

T Rip wood

HW

HW

new

Pin Hole

Pin Hole

6~10
ISO: K20
HV10: 1.550
N/mm2: 2.600

8~10
ISO: K10
HV10: 1.765
N/mm2: 2.150
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Non-ferrous metal and laminated panel saw blades industrial line

296-297

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

P

Kα

0.
3

45°

Saw blades for portable machines. Negative hook angle

Remarks: in plastic carry case.

Remarks: in cardboard box.

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

 250 30 COMBI3 80 3,2 2,5 -6° Neg. TCG 297.080.10M
 250 32 2/12/64  80 3,2 2,5 -6° Neg. TCG 297.080.10P
 254 30 COMBI3 80 3,2 2,5 -5° Neg. TCG 297.081.10M
 260 30 2/10/60 + 2/7/42 80 2,8 2,2 -6° Neg. TCG 297.080.11M
 280* 30 2/10/60 + 2/7/42 64 3,2 2,5 -6° Neg. TCG 297.064.11M
 300 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.12M
 300 32 2/12/64  96 3,2 2,5 -6° Neg. TCG 297.096.12P
 305* 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.13M
 315 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.23M
 330 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33M
 330 32 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33P
 350 30 COMBI3 108 3,2 2,5 -6° Neg. TCG 297.108.14M
 350 32 4/12/64  108 3,2 2,5 -6° Neg. TCG 297.108.14P
 400 30 2/10/60 120 3,8 3,2 -6° Neg. TCG 297.120.16M
 400 32 4/12/64 108 3,8 3,2 -6° Neg. TCG 297.108.16P
 450 30 2/10/60 140 3,8 3,2 -6° Neg.  TCG Y297.140.18M
 450 32 2/12/64 108 3,8 3,2 -6° Neg.  TCG 297.108.18P
 500 32 2/12/64 120 4,0 3,2 -6° Neg. TCG 297.120.20P

Saw blades to fit on trim- and mitre saws, table saws and combined joinery machines. Negative hook angle

*Non-low noise

*Non-low noise

APPLICATION: for cutting and dividing tubes, drawn products and solid blocks.
MACHINES: single or double mitre saws, radial saws.
 Recommended use with the saw blade over the workpiece. 
 Use series 296 for portable machines. 
MATERIAL: aluminium, brass, copper alloys, plastic, composite material, melamine and laminated panels.
WARNING: it is recommended to use a liquid lubricant. 
 Wax stick for lubrication NOT RECOMMENDED.

 120* 20 2/5,5/30  36 1,8 1,2 -6° Neg. TCG 296.120.36H
 160* 20 2/6/32 40 2,2 1,6 -6° Neg. TCG 296.160.40H
 160* 20 2/6/32 56 2,2 1,6 -6° Neg. TCG 296.160.56H
 180* 20 2/6/32 40 2,8 2,2 -6° Neg. TCG 296.180.40H
 190* 30 2/7/42 40 2,8 2,2 -6° Neg. TCG 296.190.40M
 190* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.190.64M
 190* 20 (Festool® FF) Key 5/7/2,5 64 2,8 2,2 -6° Neg. TCG 296.190.64FF
 200* 30 COMBI3 48 2,8 2,2 -6° Neg. TCG 296.200.48M
 210* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.210.48M
 210* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.210.64M
 216* 30  64 2,8 2,2 -6° Neg. TCG 297.064.09M
 225* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.225.64M
 230* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.230.48M
 235* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.235.48M
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For all non-ferrous
metals and PVC

Two-sided melamine

new
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297
ISO: K10
HV10: 1.765
N/mm2: 2.150
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Non-ferrous metal and laminated panel saw blades industrial line

296-297

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

P

Kα

0.
3

45°

Saw blades for portable machines. Negative hook angle

Remarks: in plastic carry case.

Remarks: in cardboard box.

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

 250 30 COMBI3 80 3,2 2,5 -6° Neg. TCG 297.080.10M
 250 32 2/12/64  80 3,2 2,5 -6° Neg. TCG 297.080.10P
 254 30 COMBI3 80 3,2 2,5 -5° Neg. TCG 297.081.10M
 260 30 2/10/60 + 2/7/42 80 2,8 2,2 -6° Neg. TCG 297.080.11M
 280* 30 2/10/60 + 2/7/42 64 3,2 2,5 -6° Neg. TCG 297.064.11M
 300 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.12M
 300 32 2/12/64  96 3,2 2,5 -6° Neg. TCG 297.096.12P
 305* 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.13M
 315 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.23M
 330 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33M
 330 32 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33P
 350 30 COMBI3 108 3,2 2,5 -6° Neg. TCG 297.108.14M
 350 32 4/12/64  108 3,2 2,5 -6° Neg. TCG 297.108.14P
 400 30 2/10/60 120 3,8 3,2 -6° Neg. TCG 297.120.16M
 400 32 4/12/64 108 3,8 3,2 -6° Neg. TCG 297.108.16P
 450 30 2/10/60 140 3,8 3,2 -6° Neg.  TCG Y297.140.18M
 450 32 2/12/64 108 3,8 3,2 -6° Neg.  TCG 297.108.18P
 500 32 2/12/64 120 4,0 3,2 -6° Neg. TCG 297.120.20P

Saw blades to fit on trim- and mitre saws, table saws and combined joinery machines. Negative hook angle

*Non-low noise

*Non-low noise

APPLICATION: for cutting and dividing tubes, drawn products and solid blocks.
MACHINES: single or double mitre saws, radial saws.
 Recommended use with the saw blade over the workpiece. 
 Use series 296 for portable machines. 
MATERIAL: aluminium, brass, copper alloys, plastic, composite material, melamine and laminated panels.
WARNING: it is recommended to use a liquid lubricant. 
 Wax stick for lubrication NOT RECOMMENDED.

 120* 20 2/5,5/30  36 1,8 1,2 -6° Neg. TCG 296.120.36H
 160* 20 2/6/32 40 2,2 1,6 -6° Neg. TCG 296.160.40H
 160* 20 2/6/32 56 2,2 1,6 -6° Neg. TCG 296.160.56H
 180* 20 2/6/32 40 2,8 2,2 -6° Neg. TCG 296.180.40H
 190* 30 2/7/42 40 2,8 2,2 -6° Neg. TCG 296.190.40M
 190* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.190.64M
 190* 20 (Festool® FF) Key 5/7/2,5 64 2,8 2,2 -6° Neg. TCG 296.190.64FF
 200* 30 COMBI3 48 2,8 2,2 -6° Neg. TCG 296.200.48M
 210* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.210.48M
 210* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.210.64M
 216* 30  64 2,8 2,2 -6° Neg. TCG 297.064.09M
 225* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.225.64M
 230* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.230.48M
 235* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.235.48M
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Non-ferrous metal and laminated panel saw blades industrial line

296-297

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

P

Kα

0.
3

45°

Saw blades for portable machines. Negative hook angle

Remarks: in plastic carry case.

Remarks: in cardboard box.

D 
mm

ZB 
mm

K 
mm

P 
mm

α β ORDER NO.

 250 30 COMBI3 80 3,2 2,5 -6° Neg. TCG 297.080.10M
 250 32 2/12/64  80 3,2 2,5 -6° Neg. TCG 297.080.10P
 254 30 COMBI3 80 3,2 2,5 -5° Neg. TCG 297.081.10M
 260 30 2/10/60 + 2/7/42 80 2,8 2,2 -6° Neg. TCG 297.080.11M
 280* 30 2/10/60 + 2/7/42 64 3,2 2,5 -6° Neg. TCG 297.064.11M
 300 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.12M
 300 32 2/12/64  96 3,2 2,5 -6° Neg. TCG 297.096.12P
 305* 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.13M
 315 30 2/10/60 + 2/7/42 96 3,2 2,5 -6° Neg.  TCG 297.096.23M
 330 30 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33M
 330 32 COMBI3 96 3,2 2,5 -6° Neg. TCG 297.096.33P
 350 30 COMBI3 108 3,2 2,5 -6° Neg. TCG 297.108.14M
 350 32 4/12/64  108 3,2 2,5 -6° Neg. TCG 297.108.14P
 400 30 2/10/60 120 3,8 3,2 -6° Neg. TCG 297.120.16M
 400 32 4/12/64 108 3,8 3,2 -6° Neg. TCG 297.108.16P
 450 30 2/10/60 140 3,8 3,2 -6° Neg.  TCG Y297.140.18M
 450 32 2/12/64 108 3,8 3,2 -6° Neg.  TCG 297.108.18P
 500 32 2/12/64 120 4,0 3,2 -6° Neg. TCG 297.120.20P

Saw blades to fit on trim- and mitre saws, table saws and combined joinery machines. Negative hook angle

*Non-low noise

*Non-low noise

APPLICATION: for cutting and dividing tubes, drawn products and solid blocks.
MACHINES: single or double mitre saws, radial saws.
 Recommended use with the saw blade over the workpiece. 
 Use series 296 for portable machines. 
MATERIAL: aluminium, brass, copper alloys, plastic, composite material, melamine and laminated panels.
WARNING: it is recommended to use a liquid lubricant. 
 Wax stick for lubrication NOT RECOMMENDED.

 120* 20 2/5,5/30  36 1,8 1,2 -6° Neg. TCG 296.120.36H
 160* 20 2/6/32 40 2,2 1,6 -6° Neg. TCG 296.160.40H
 160* 20 2/6/32 56 2,2 1,6 -6° Neg. TCG 296.160.56H
 180* 20 2/6/32 40 2,8 2,2 -6° Neg. TCG 296.180.40H
 190* 30 2/7/42 40 2,8 2,2 -6° Neg. TCG 296.190.40M
 190* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.190.64M
 190* 20 (Festool® FF) Key 5/7/2,5 64 2,8 2,2 -6° Neg. TCG 296.190.64FF
 200* 30 COMBI3 48 2,8 2,2 -6° Neg. TCG 296.200.48M
 210* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.210.48M
 210* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.210.64M
 216* 30  64 2,8 2,2 -6° Neg. TCG 297.064.09M
 225* 30 2/7/42 64 2,8 2,2 -6° Neg. TCG 296.225.64M
 230* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.230.48M
 235* 30 2/7/42 48 2,8 2,2 -6° Neg. TCG 296.235.48M
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