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10.4 Application examples. 

   

11 AB-ZI. U bolt. 
11.1 General aspects 

Advantages General uses Coating Applications 

Sizes M6, M8 y M10. 
 

Assembled with four nuts. 
 

Fast and resistant installation.  Steel pipe Zinc plated ≥ 5 
microns

 

Installation of gas and 
sanitation pipes.  
 

Installation on supports and 
strut channels. 

 

11.2 Characteristics 
• Easy, fast and versatile installation.  
• Suitable to fix steel pipes onto suports and metal strut channels.  
• Safe installation by means of two nuts per side.  
• Superficial coating: electrolytic zinc plated, coating >5 microns 
• Wide range of sizes. Diameters available: M6, M8 and M10. 

 
11.3 Important parameters: 

SizesCode D (“) Thread
A        B         C    

Recommended loads (kg)

AZIM060125 1/8" M6 16 14 20 250 
AZIM060250 1/4" M6 20 14 20 250 
AZIM060375 3/8" M6 23,5 15 23 250 
AZIM060500 1/2" M6 27,5 17 25 250 
AZIM060750 3/4" M6 33 19 31 250 
AZIM061000 1" M6 39,5 24 39 250 
AZIM061250 1 1/4" M6 48,5 24 44 250 
AZIM081500 1 1/2" M8 56,5 26 48 350 
AZIM082000 2" M8 68,5 26 53 350 
AZIM082250 2 1/4" M8 83 35 63 350 
AZIM082500 2 1/2" M8 83 35 71 350 
AZIM083000 3" M8 99 35 76 350 
AZIM083500 3 1/2" M8 112 35 82 350 
AZIM084000 4" M8 125 35 87 350 
AZIM084500 4 1/2" M8 140 40 100 350 
AZIM085000 5" M8 152 40 105 350 
AZIM086000 6" M8 179 40 118 350 
AZIM103000 3” M10 100 45 66 350
AZIM103500 3 1/2“ M10 110 50 94 350
AZIM104000 4“ M10 125 55 97.5 350
AZIM105000 5“ M10 150 55 108 350
AZIM106000 6“ M10 170 55 125 350
AZIM108000 8“ M10 230 55 148 350
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