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–  Combines the advantages of a universal laser 
spirit level with outstandingly compact 
dimensions

–  At just 17 cm, the HandyLaser Compact is a 
high-quality measuring instrument that you 
can take with you. 

–  Special spring clips make it ideal for tiling

–  Easy alignment via horizontal and  
vertical vials

– ON/OFF switch with LED laser indicator

– 3 extra-powerful adhesion magnets

–  Impact-proof, glass-fibre reinforced plastic 
housing with rubberised grips

 
90º beam splitter

–    The laser beam is deflected at an angle of 90°

–    Vertical levelling

–    With high-precision prism

Compact universal laser spirit level
for workshops, building sites, homes  
and gardens – ideal for tiling

TECHNICAL DATA
VIAL PRECISION ± 0,5 mm / m    

LASER RANGE OF USE 50 m

LASER WAVELENGTH 650 nm

LASER Class 2 ≤ 1 mW

POWER SUPPLY   
Batteries 2 x 1,5 V Typ AAA

OPERATING TIME 65 hrs

OPERATING TEMPERATURE -10°C … 40°C

STORAGE TEMPERATURE -20°C … 70°C

DIMENSION (W x H x D)  
210 x 59 x 62 mm

WEIGHT with batteries 130 g

HandyLaser Plus 
inclusive HandyLaser Compact 
+ adjustable feet 
+ 90º beam splitter 
+ batteries (2 x 1,5 V Typ AAA)

Packaging dimension (W x H x D) 
190 x 315 x 60 mm

Range of use: 50 m 90º beam splitter

 ARTICLE ARTICLE NO EAN-CODE PU

 HandyLaser Plus 025.04.00A 4 021563 692644 5


