
Mixing tool KR
Ideal for all sticky materials
The KR mixing tool generates high shear forces which prevent the formation of lumps and ensure that 
the material is homogenized quickly. The crossbar helps scrape material cleanly off the bottom of the 
tub. The mixing tool has good corner smoothness in the tub. Easy to clean because material hardly sticks. 
Mixing action: 

Specially suitable for self-leveling materials, adhesives, sealants, fillers, epoxy mixes;

Bitumen coatings Tile adhesives Fillers 
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Technical Data:
Article Art. 

No.
Bar-Code 

4011024...
Paddle
Ø (mm)

Length 
(mm)

min. 
drill chuck 

(mm)

Connection Mixing load 
(kg)

rec.
r.p.m. (min-1)

Drive  
(watts)

KR 90 S 41621-000 416216 90 590 13 5 - 15 400 - 700 700

KR 120 S 41630-000 416308 120 590 13 15 - 25 400 - 600 1000

KR 120 HF 40120-000 401205 120 590 16 HEXAFIX® 15 - 25 400 - 600 1000

KR 140 HF 40121-000 401212 140 590 16 HEXAFIX® 20 - 35 400 - 600 1300

KR 160 HF 40122-000 401229 160 590 16 HEXAFIX® 35 - 50 400 - 500 1600

KR 120 41631-000 416315 120 590 M 14 15 - 25 400 - 600 1000

KR 140 41635-000 416353 140 590 M 14 20 - 35 400 - 600 1300

KR 160 41636-000 416360 160 590 M 14 35 - 50 400 - 500 1600

With Collomix at the pool position
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