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 –   Functions: External measurement, internal 
measurement, depth measurement, 
differential measurement through zero  
position, level measurement

–  5-digit LC display

–  Fixation of the determined measuring range 
by means of clamping screw

–  Exact sliding mechanism through 
a fine adjustment wheel

–  Zero setting at any position

–  Automatic On / Off

Large display Transportation box for protection

TECHNICAL DATA
MEASUREMENT RANGE 
0…150 mm / 0…6“ 30  

RESOLUTION 0,01 mm / 0.0005“

ACCURACY ± 0,03 mm / 0.0005“

OPERATING CONDITIONS  
0°C…30°C, max. humidity 80%rH,  
no condensation, max. working altitude 
4000 m above sea level

STORAGE CONDITIONS  
0°C…50°C, max. humidity 80%rH

MEASUREMENT in / mm

AUTOMATIC SWITCH-OFF 
5 minutes

POWER SUPPLY  
1x LR44 button cell

DIMENSIONS (W X H X D) 
246 x 77 x 17 mm

WEIGHT (incl. battery) 
175 g

 ARTICLE ARTICLE NO EAN-CODE PU

 MetricMaster Plus 075.510A 4 021563 706341 5

MetricMaster Plus  
inclusive carrying case 
+ Battery

Packaging dimension (W x H x D) 
97 x 295 x 35 mm

 
Digital calliper gauge
for precise measurement of lengths




