
Re
v1

8W
44

UMAREX GmbH & Co. KG . Donnerfeld 2 . 59757 Arnsberg . Germany . Tel. +49 2932 638-300 . Fax +49 2932 638-333 . info@laserliner.com . www.laserliner.com

magnetic
AutoSound 2 x 

AAA
2Laser

515 nm

DigiLevel Laser G80 *

Digital electronic spirit level with 
green laser technology

TECHNICAL DATA
PRECISION electronic measuring  
± 0,1° at 0° … 1°  
± 0,1° at 89° … 90° 
± 0,2° at 1° … 89°

DISPLAY ACCURACY 1 decimal place

VIAL ± 0,5 mm/m

LASER CLASS 2 < 1mW

LASER WAVELENGTH 515 nm

OPERATING CONDITIONS 0°C ... 40°C, 
max. humidity 80% rH, no condensation, 
max. working altitude 2000 m above  
sea level

STORAGE CONDITIONS -10°C ... 60°C,  
max. humidity 80% rH

POWER SUPPLY  
2 x 1.5V (type AAA/LR03)

DIMENSIONS (W x H x D) 
800 x 66 x 30 mm

WEIGHT (incl. batteries) 966 g

DigiLevel Laser G80  
inclusive softbag
+ Batteries

Packing dimension (W x H x D) 
90 x 860 x 55 mm

 ARTICLE ARTICLE NO EAN-CODE PU

 DigiLevel Laser G80 081.257A 4 021563 704088 5

Integrated laser line Illuminated display Magnetic AutoSound at  
0°/45°/ 90°/135°/180°

–  Green laser technology

–  DLD technology creates an extremely bright, 
green laser line.

–  The intelligent spirit level:  
The intelligent spirit level with 360° angle display.

–  Reference function for transferring angles 

–   Optimal use by AutoSound:  
Horizontal, vertical and 45° use with audible  
inclination guide. Easy levelling.

–  FlipDisplay: 
The display automaticly turns when overhead 
measurements are involved. So the illuminated 
display is well readable under all conditions.

–   Calibrating function: 
For higher accuracy and adjustment to surface.

– Illuminated display

– Vertical and horizontal vial

– Milled measuring surfaces

– Strong magnets

*  Approx. 6 times brighter than a typical red laser  
with 630 - 660 nm


