









  



· Flexible connec� ons ·

· Ideal for automa� c mixers · 

· Easy a� achment to almost every bucket ·

· Up to 6 bar opera� ng pressure ·

· Dosing quan� ty 1-99 litres ·



 








 
▪ 
▪ Simply set the water amount, a� ach it to the bucket 

and press start. Device takes care of everything 
by itself

▪ 
for any type of construc� on material

▪ 


▪ No longer any need to haul measuring buckets
▪ 
▪ Device is ba� ery-operated – no cable to get in the way,

extremely mobile
▪ 2 memory bu� ons
▪ 
▪ Intui� ve opera� on
▪ IP Protec� on Class 64
▪ Break-proof housing for day-to-day use

at the construc� on site
▪ Can be used on all common mixers
▪ 
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Preselectable dosing quan� � es: 1-99 litres in 0.1 l increments 
Flow rate: 10-25 l/min
Max. opera� ng pressure 2-6 bar
 
IP Class: 64
Ba� ery (incl.):  2x AA
Memory spaces for dosing quan� � es: 2
Water connec� on on the device:  3/4”
Dimensions AQiX (L x W x H):  260 x 82 x 140 mm
Case dimensions (L x W x D): 290 x 254 x 89 mm
Weight:  688 g
 
 
 1/2“ connec� on adapter,
 2x AA ba� eries
 

                    *devia� on > 3 l

Collomix - your partner when it comes to mixing, for over 40 years


